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Greenfield POLYMERS 

   LIMITED 

MYLESTONE HOUSE, SOWERBY NEW ROAD, SOWERBY BRIDGE, 

WEST YORKS. HX6 1AA

TEL: + 44 (0) 1422 835835     FAX: + 44 (0)1422 839439

E-mail:admin@greenfieldpolymers.com

 www.greenfieldpolymers.com

CARTRIDGE MIXING INSTRUCTIONS 

Do not allow contact with mosture or water before curing.

STORAGE -

Keep cartridge in aluminium bag.
Only open aluminium bag prior to use.

If aluminium bag is damaged or perforated do not use the cartridge.

PRIOR TO USE -
Ensure the cartridge is shaken well

Ensure there are no signs of contamination or leaking.

TO USE -

Place  cartridge into gun.

Holding the cartridge vertical remove the caps and insert static mixer ensuring a good fit.

Continue to hold cartridge vertically and pump, ensuring the pistons are level.

Ensure all the air from the cartridge and static mixer is expelled.

Cartridge is now ready for use.

At the end of usage remove static mixer and replace the cap.

NOTE -
Cartridge following first use loses all guarantee and is highly recommended to use all the cartridge either at the time of application or within a very short time scale.

For further advice and assistance please contact the sales office on the above number

� EMBED PBrush  ���








_961475403

